
MATERIAL
Body: 
• Brass
NOTES
• Fitting available for Pexgol pipes class 15 

& 24.
• Provided with threaded BSPT. NPT threa-

ded upon request.
• The fitting includes Stainless Steel bolts.

SPECIFICATIONS
Temperature rating: 
• -30°C/-22°F to 90°C/194°F
Pressure rating:
• Maximum pressure according to the pipe 

pressure.

Notes: 
• Branch-off saddles are provided with E.P.D.M gasket.

GP Brass Fitting
January,  2022

ThreadPipeCatalog Number Coupler

1/2"f3244203205
3/4"m3244403207
1/2"f4044204005

3/4"m4044404007
3/4"f5044205007
1"m5044405007
3/4"f6344206307
1"m6344206310

1 1/4" m6344506315
2" f6344506302

 1 1/2" m7544207515
2" f7544507502
2" f9044509002
2" f11044511002
2" f16044516002

 Branch-Off Saddles - Male/Female Thread



ThreadClassPipeCatalog Number 
Coupler

1"153229423210
1"243230473210

1 1/4"154029424012
1 1/4"244030474012
1 1/2"155029425015
1 1/2"245030475015

2"156329426320
2"246330476320

2 1/2"157529427525
2 1/2"247530477525

3"159029429030
3"249030479030
4"1511029421104
4"2411030471104
4"15125294212504
4"24125304712504
5"15140294214005
5"24140304714005
6"1516029421606
6"2416030471606

 GP Bolt Connector - Male thread



ClassPipeCatalog Number 
Coupler

153291032001
243291032002
154091040001
244091040002
155091050001
245091050002
156391063001
246391063002
157591075001
247591075002
159091090001
249091090002
1511091011001
2411091011002
1512591012501
2412591012502
1516091016001
2416091016002

PE-X Double Bolt Connector


